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Centrifuge Tube Stands
The centrifuge tube stands are suitable for 2.0 mL, 15 mL and 50 mL conical-bottom centrifuge tubes. They can be used in 

combination with conical centrifuge tubes in the laboratory.

 A Materials: Polypropylene (PP), conforming to USP Class VI standards

Features

Ordering information

 A The holes are designed for both 2.0 mL standard 

micro centrifuge tubes and 15 mL and 50 mL conical 

centrifuge tubes.

 A The multi-hole design of the tube stand allows for 

accommodation of three 2.0 mL micro centrifuge tubes, 

three 15 mL centrifuge tubes and one 50 mL centrifuge 

tube.

 A  Can be cleaned for re-use

 A The product is designed in the shape of a round table, 

making it extremely stable

 A Working  temperature  range:-80°C–121°C

 A Sterilized and non-sterilized available, sterilized by 

irradiation to SAL 10-6

 A DNase/RNase-free, non-pyrogenic

Product Code Product Description Sterile Qty.Per 
Bag

Qty. Per 
Case

PLAJ320191001A
7 holes, suitable for 2.0 mL 

microcentri- fuge tube and 15 
mL, 50 mL conical centrifuge 

tubes

N 1 50

PLAJ320192001A Y 1 50

PLAJ320191002A N 5 50

PLAJ320192002A Y 5 50




